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(Received March 29， 1971) 
Recent1y a superconducting magnet has been constructed with the use of the 
superconducting wire SUPER SW 25， which is a metallurgically bonded copper 
jacketed wire， the core of which is made of superconducting Nb・50Tialloy. 
A performance of this superconducting magnet is that the critical exciting 
current is 35 A， the maximum magnetic field strength is 45 KG and the 
uniformity of the field is about 10-4 at 5 mm at the center and along the axis 
of the magnet. Then this magnet is suitable for the nuc1ear magnetic 










































































コイルの長さ 6ω011伽1 I 13伽m
外 径| 伽 l 必伽鵬
内 径|伽 13
磁場発生空間 1叩O棚 1叩0棚
全 巻数| 丸Uω4却O∞O咽回 | ωO咽回
線の長さ 20∞Om I 仰 Om
発生磁場 f¥ Ct:TT r-
(1A当りrI 0.65KG 1.3KG 
均一度 99.8% 99.99% (土0.5cm) ":J":J.O;'O 
最大電流 40A 35A 
最大磁場 26KG 45KG 
1 4.14XlO-2 1 71.5X10-2 インダ伊クタンス ":t:.J..":t:/¥..LV

































2. 測定系コネクター 3. 電源端子
4. ステンレス製フランジ 5. 測定系中継端子
6. 電源用銅線(1111φ) 7.8. 液面計
9. 超伝導マグネット 10. 接合部
11. 液体へリュウム汲み入れ口
12. ステンレスパイプ 13. フランジ







2.4， 銅板 (101l1lOX 3111) 
3. Nb-Ti線 5. ナット
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